	Scaltrol Product Dimensional Data
	SC500
	SC50 (Clear Sump)
	SC100 (Clear Sump)
	Black - HSC50
	Black - HSC100

	Distance across top Hanger Bracket 
	4.5"
	2 1/8"
	2 1/8"
	2 1/8"
	2 1/8"

	Depth of Top Hanger Bracket 
	7 3/4"
	3 1/2"
	3 1/2"
	3 1/2"
	3 1/2"

	Height of the rear portion of the Hanger Bracket
	5 1/2"
	1 3/4"
	1 3/4"
	1 3/4"
	1 3/4"

	Height of the Sump & Head without the Bracket
	13 1/2"
	7 3/8"
	12"
	7 3/8"
	12"

	Height of the Sump & Head with the Hanger Bracket
	19"
	9"
	14 5/8"
	9"
	14 5/8"

	Width of the Head - inlet to outlet 
	7 3/16"
	5"
	5"
	5"
	5"

	Inlet and Outlet (threaded & both female)
	1 1/2" NPT
	3/4" NPT
	3/4" NPT
	3/4" NPT
	3/4" NPT

	Maximum diameter of Head & Sump
	7 1/8"
	4 5/8"
	4 5/8"
	4 5/8"
	4 5/8"

	Approximate Weight of a complete unit with a full cartridge (unboxed) 
	16 lbs 9.6 oz
	3 lbs  9.6 oz
	6 lbs 8 oz
	3 lbs  9.6 oz
	6 lbs 8 oz

	Approximate Weight of a complete unit without a cartridge (unboxed)
	NA
	14 oz
	2 lbs  12.8 oz
	2 lbs  3 oz
	2 lbs  12.8 oz

	Weight of a full replacement cartridge  (unboxed)
	12.6 lbs
	1 lb 8.5 oz
	3 lbs 4 oz
	1 lb 8.5 oz
	3 lbs 4 oz

	Spacing for the top holes mounting the Hanger Bracket to the head is a rectangular 4 holes
	3" ; 3"
	1 1/4" ; 1 5/8"
	1 1/4" ; 1 5/8"
	1 1/4" ; 1 5/8"
	1 1/4" ; 1 5/8"


